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Omni Set Virtual COM

Purpose
The document is aimed to illustrate the procedure for setup the omni-directional
scanner interface as Virtual COM mode.

Scope
This document is applicable to [Mica, Libra, Omega+], [Omega, Sirius], [Nova, Pavo,
Orion, Pollux and Castor].

Requirements

- Scanner

« PC + MS-Windows + USB Port

« Driver: ScantechIDCDCV2102.inf

- USB Cable

« 12 V Adaptor (for Nova, Pavo and Orion only)

Procedure
Please follow the steps to set Virtual COM.

-Plug the USB cable between PC and scanner.
-Ensure the USB cable is connected, and then plug the adaptor on scanner if any.
The scanner will begin to initialize.
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-Scan the following labels sequentially to set interface as Virtual COM.

Open Programming Mode

1.1

USB RS-232 EMULATION

3.54

Close Programming Mode

1.1

-Afterwards, the Windows will prompt ‘Found New Hardware' at the task bar.

_i) Found Mew Hardware
arantech-10 BY NOWA Scanner R5232 emulakiorg
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-After a while, ‘Found New Hardware Wizard’ will show up automatically.
-Select the 3@ item. Then click on ‘Next’ for next step.

Found New Hardware Wizard k

Welcome to the Found New
Hardware Wizard

YWindows will search for curent and updated software by
laaking on paur computer, on the hardware installation C0, ar an
thie Wwindows pdate Web zite [with pour permizsion).

Fead our privacy policy

Can Windows connect to Windows Update to search for
zoftware?

) Yes, this time anly

) ez, now and every time | connect a device

Click Mest to continue,

Mewt » l[ Cancel

-Select the 2nd item. Then click on ‘Next’ for next step.

Found New Hardware Wizard

Thiz wizard helpz you install software for;

Scantech- D BY MOWA Scanner BS5232 emulation

\\] If your hardware came with an installation CD
=2 or Hoppy disk, inzert it now.

What da you want the wizard bo da?

) Install the so j Recommended]
Inztall from a ligt or specific location [Advanced

Click Mest to continue,

< Back ” M et > l[ Cancel
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-Tick the 2nd selection. Then click on ‘Browse’.

Found New Hardware Wizard

Please choose your zearch and installation options.

(%) Search for the best driver in these locations.
Ize the check bores below ta limit ar expand the default search, which includes lozal
paths and removable media. The best diver found will be installed.

Search removable media [floppy, CO-ROM. ]

Iude thiz location in the @

|D:'a

v|[ Browse ]

() Don't zearch. | will choose the diver to install
Chooze this optiaon o select the device driver fram a list, Windows does not guarantee that
the driver you chooze will be the best match for vour hardware.,

[ < Back ” Mext » l[ Canicel ]

-Select the folder where the Virtual COM Diriver is saved. Then click on ‘OK’.

Browse For Folder E| E|

Select the folder that contains drivers For wour hardware,

= j My Compuker
ﬁ 3.5 Floppy {4
[= = Local Disk (C
|5 Documents and Setkings
Program File

1) WINDO WS
e Local Disk (D)

To view any subfolders, click a plus sign above,

Ik l [ Cancel
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-Click on ‘Next’ for next step.

Found New Hardware Wizard

Please choose your zearch and installation options.

(%) Search for the best driver in these locations.

Ize the check bores below ta limit ar expand the default search, which includes lozal
paths and removable media. The best diver found will be installed.

Search removable media [floppy, CO-ROM. ]

Include this lozation in the zearch;

C:AS cantechiDCD CY2102 v

() Don't zearch. | will choose the diver to install

Chooze this optiaon o select the device driver fram a list, Windows does not guarantee that
the driver you chooze will be the best match for vour hardware.,

< Back ﬂ Mext » D[ Cancel

-If the OS prompts ‘Windows Logo testing’, simply click ‘Continue Anyway’ for
installation.

Hardware Installation

L4 E The zoftware pou are installing for this hardware:
L
Scantech-|D NOWA RS 232 over USE Driver

has not paszed Windows Logao kesting ta werify ite compatibility
with "Windows =P, [Tell me why this testing is imporkank. |

Continuing your installation of thiz zoftware may impair
or destabilize the correct operation of your spzstem
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for zoftware that has
pazzed Windows Logo testing.

e
q Continue Anyway }1 STOF Installation |
"--_-_____-._--"
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-The wizard will copy Virtual COM driver automatically.

Found New Hardware Wizard
Please wait while the wizard installs the software. . :5

3 ScantechD NOWA RS232 aver USE Driver

_-""j _-""J
Lzhzer zpz

To C:AWIMD WS spstem 32ADRIVERS
[ J

-Click ‘Finish’ to exit the wizard.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finished inztalling the software for:

(3 Scantech- D HOVA RS232 aver USE Driver

Click Finish to cloze the wizard,
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-The message ‘Your new hardware is installed and ready to use.” will show up at the
task bar to indicate the scanner is installed successfully.

_EJ Found Mew Hardware

Your new hardware is installed and ready ko use,

-On the desktop, right-click ‘My Computer’. A menu will pop up. Select ‘Manage’.

My Cormputer Open
Explare

L

Map Metwark Drive, ..
Disconneck Mebwork Drive, ..

Create Sharkouk
Delete
Fename

Properties

-Click on ‘Device Manager’.

&

=) Computer Management |Z|E|®
@ File=  Action  Wiew  Window  Help Aﬁ__i_]
& = Bm @
,@ Computer Management (Local) (l= % T3

= ﬁs Sysktem Tools [ j Computer

¢ El&Ed] Event Yiewer [+-ag Disk drives

- shared Folders [+ :§ Display adapters

[+ % Local Users and Groups [+ DVDICD-ROM drives

i Performance Logs and Alerk: [+-i=4 Floppy disk cantrallers

] Manager [+~ ﬂg Floppy disk drives

!:3_: E Skarage [+-{=5 Human Interface Devices

PO Removable Skorage [+-iZ4 IDE ATASATAPT contrallers

Disk Defragmenter [+ 453 IEEE 1594 Bus hosk conkrollers
i Disk: Managemenk [#-# Kevboards
£ gﬁ Services and Applications [+ Mice and other pointing devices

[+ 8 Maonitors

[+ EE5 Network adapters

- ot Porks (COM & LPT)

[+ Processors

-8, Sound, video and game controllers
[+-=gs Storage volumes

[#- o Systern devices
[+ Universal Serial Bus controllers
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-Click the ‘+’ on 'Ports(COM & LPT)’
-Check the COM port number on ‘Scantech-ID Scanner RS232 over USB Driver'. In

this case, the COM port is allocated at COM 5.

2 Com puter Management

@ File  Action  Wew Window  Help

& = -|-|§ 2]

,E-i Computer Management (Local)
= ﬁ System Tools
- Event viewer

Shared Folders
I’f-.! Local Users and Groups

- Performance Logs and Alerk:

% Device Manager
l— @ Skarage
i Removable Storage
- Disk Defragmenter
i i Cisk Managernent
& gﬁ Services and Applications

. All the peripherals will show up.

[+ i Computer

[+ =g Disk drives

[+ @ Display adapters

[+ DVDICD-ROM drives

[+-i=4 Floppy disk cantrallers

i+ 44 Floppy disk drives

[+-{=5 Human Interface Devices
[+-iZ4 IDE ATASATAPT contrallers

[+ 453 IEEE 1594 Bus hosk conkrollers
[#-# Kevboards

¥ J Mice and other pointing devices

[+ 8 Monitors
[+-EE5 MNetwork adapters
;f Parts (COM & LPT)
“y\ Communications Port (COM1L)
“y\ Communications Port (COM2)
- ECP Prinker Port {LET1) Bt
3 cisﬁmtech 10 NOMA RS232 over LUSE Driver (CO@
+ ¥ Processors
#-®. sound, video and game contrallers -

-On the RS-232 device or PC, set the following parameters to connect the scanner.
« COM Port Number (check at the above figure)

- Baud Rate = 9600

- Data Bit=8

- Stop Bit=2

- Parity Check = None

« Handshaking = None

« DTR Check = Enable

Part Number

The following cable part numbers are for reference if required to replace RS-232
cable as USB cable.

0114-SM04121  USB cable, 1500mm, for Mica, Libra, Omega+, Omega, Sirius
0114-S802121 USB cable, 3000mm, for Nova, Pavo, Orion, Pollux, Castor
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